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1 Introduction (Heading 1: Times New Roman, 14 pt, boldface, left aligned, separated by 2 lines from the preceding text, and a single line from the following text)
Authors of papers have to type these in a form suitable for digital reproduction by the publisher. In order to ensure uniform style throughout the volume, all papers have to be prepared according to these instructions.


The proceedings will be printed in colour, so the use of colour in figures and photographs is encouraged. 


Authors should submit paper electronically as an attachment to an e-mail to 4ccc@grad.hr no later than 15 July 2008. The paper has to be sent both in a Word document format (MS Word) as well as in Portable Document Format (PDF).
2 General specifications

The paper must be written in English. Page format is A4 (21 x 29,7 cm), margins top: 3,5 cm, bottom 2,5 cm, inside 3 cm, outside 2,5 cm. Header and footer 1,5 cm from edge.


Please use this file as a template for the paper.


The paper including figures, tables and references must not exceed the length of 6 pages.
2.1 Figures (Heading 2: Times New Roman, 12 pt, boldface, left aligned, separated by a single line from the preceding and following text)
All figures should be left aligned on the page, numbered consecutively and captioned. 

Photographs should be scanned at 300 dpi (at least) and embedded in position into the document. 


For line art images (i.e. AutoCAD drawings or Excel graphs), please make sure that lettering on drawings is similar size to the main text and that line width is appropriate as very thin lines will not reproduce in print. Alternatively, please send the original dwg file together with the paper.


Figure captions are to be written in 11 pt Times New Roman, left aligned and should start with the word Fig. in boldface. 3 pt should separate the figure and the figure caption. Single line should separate the figure caption from the following text, and the figure from the preceding text. Please refer to the example below.
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Fig. 1  General view of the viaduct at the beginning of February after launches L8S and L4N

2.2 Tables
All tables should be left aligned on the page, numbered consecutively and captioned. 


Table captions are to be written in 11 pt Times New Roman, left aligned and should start with the word Tab. in boldface. 3 pt should separate the table and the table caption. Two lines should separate the table caption from the preceding text, and the table from the following text. Please refer to the example below.


Text in the tables should be 11 pt Times New Roman. The leading row should be boldface.

Tab. 1  Environmental Durability Test Matrix

	Environmental

Durability test
	Test Conditions
	Test Duration

(At time of first publication)

	Water Resistance
	100% Humidity @ 38° C
	1000h, 3000h, 10000h

	Salt Water Resistance
	Immersion @ 23°C 
	1000h, 3000h, 10000h

	Alkali Resistance
	Immersion in CaCO, pH=9.5 @ 23° C
	1000h, 3000h, 10000h

	Dry Heat Resistance
	Furnace @ 60° C
	1000h, 3000h

	Fuel Resistance
	Immersion @ 23° C
	4h

	Weathering Resistance
	Cycle between UV @ 60° C & Condensate @ 40° C
	4h per condition 100 cycles

	Freeze/Thaw Resistance
	Cycle between 100% Humidity @ 38° C & Freezer @ -18° C
	24h per condition 20 cycles


2.3 References
At the end of the paper, list all references under the heading References (no numbering).
References should be quoted in the text by numbers in square brackets, e.g. [1], and grouped together at the end of the paper in numerical order as they appear in the text.


Example:
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